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PRODUCT SPEC SHEET

GuideTM PIR 
Courtesy Light 

Product Details

Housing Material Molded texture

Lens Material Diffused

Voltage 10-14V DC

Wattage 0.6W

Current 0.05A

Lumens 17LM

Sensor Distance 4 - 16 ft 
[depending on Angle]

Sensor Timer 6 minutes or 2 minutes

Daisy Chain Limitations 1 Amp max 
[up to 20 units]

Listed

•	 Light activates when motion detected for hands-
free walkway illumination

•	•	 Primary unit with PIR function will activate Primary unit with PIR function will activate 
additional non-PIR lights equipped to illuminate additional non-PIR lights equipped to illuminate 
entire space with one activationentire space with one activation

•	•	 High strength molded plastic construction High strength molded plastic construction 

•	•	 Optional metal housing to fit any decorOptional metal housing to fit any decor

•	•	 Optimal compact size to fit easily into several Optimal compact size to fit easily into several 
applications, such as hallways, stairways, applications, such as hallways, stairways, 
bathrooms, or bedroomsbathrooms, or bedrooms

•	•	 Daisy chainable up to 20 unitsDaisy chainable up to 20 units

Features Specification Guide

Sample Part #: 690030.055-BK-3000

Base Part
PIR Option

Finish Option
Color Temperature

Base 
Part # PIR Finish Color Temperature

690030 

059 - w/PIR 
(2 minutues)
055 - w/ PIR 
(6 minutues)
056 - w/o PIR

BK - Black
BR - Brushed Nickel
CH - Chrome*

3000 - 3000K
4000 - 4000K
6500 - 6500K*
BLUE - Blue*
RED - Red*

* Standard non-stock option
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